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NOTE: This guide specification covers the
requi renents for dredging.

Comrent s and suggestions are wel cone. Using e-nai
for feedback is encouraged. Comments should be
directed to:

Engi neering Division, Design Branch, Specifications
Secti on.

ALL COMMENTS RECEI VED W LL BE DI SSEM NATED TO THE
PROPER OFFI CE FOR RESPONSE.

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

PART 1 GENERAL
1.1 SCOPE

The work covered by this section consists of furnishing all |abor,
material s, and equi pnment, and performng all excavation and di sposal of al
material as specified herein or indicated on the drawi ngs. This scope al so
includes all necessary neasures for protection of the environnent.

Envi ronmental protection requirements under this contract are as imnportant
to overall conpletion of the work as other technical aspects. Failure to
neet the requirenments of these specifications for environnental protection
may result in work stoppages or termination for default. No part of the
time lost due to any such work stoppages shall be nade the subject of
clains for extensions of tine or for excess costs or damages by the
Contractor. |If the Contractor fails or refuses to pronptly repair any
damage caused by violation of the provisions of these specifications, the
Contracting O ficer may have the necessary work perfornmed and charge the
cost thereof to the Contractor.

1.2 REFERENCES

Rk Rk kR IR R R I kO e O O R AR R R R Rk kO I R R I O S R Rk o

NOTE: |ssue (date) of references included in
proj ect specifications need not be nore current than
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provided by the | atest change to this guide
specification. During the reference reconciliation
process, SPECSI NTACT will automatically renove
references fromthis paragraph that have been
removed fromthe text. THEREFORE, | T IS NOT
NECESSARY TO EDIT THI S PARAGRAPH, I T | S DONE
AUTOVATI CALLY.

Rk Rk kR IR R R I kO ke S O R AR Rk R R R Rk O ok O I R R I O I b R R o

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AVERI CAN SOCI ETY FOR TESTI NG AND NMATERI ALS ( ASTM

ASTM D 1586 (1999) Test Method for Penetration Test
and Split-Barrel Sanpling of Soils

U S. ARW CORPS OF ENG NEERS (USACE)

CCE EM 1110-1-1000 (1993) Photogranmetric Mappi ng

CCE EM 1110-1-1002 (1990) Survey Markers and Monunentation

CCE EM 1110-1-1003 (1996) NAVSTAR d obal Positioning System
Sur veyi ng

CCE EM 1110-1-1004 (1994) Deformation Mnitoring and Control
Sur veyi ng

CCE EM 1110-1-2909 (1998; Chg 2) Ceospatial Data and Systens

CCE EM 1110-2-1003 (2002) Hydrographi c Surveying

FLORI DA BOARD OF PROFESSI ONAL SURVEYORS AND MAPPERS ( FBPSM

FBPSM M ni mum Techni cal Standards, Chapters 177,
472, 61GL7

TRI - SERVI CE STANDARDS ( TSS)
TSS (2001) A/ E/ C CADD St andards

3 RELATED WORK SPECI FI ED ELSEVWHERE
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NOTE: Delete inits entirety if NOT APPLI CABLE.
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3.1 Bl asti ng
Ref er to paragraph BLASTING of Section 01525 GENERAL SAFETY REQUI REMENTS.

4 SUBM TTALS
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NOTE: Submittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
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factors in determining if a subnmittal for the item
shoul d be required.

Sel ect appropriate Submittal for specific situation.

NOTE TO SPEC WRITER: FOR CLARITY AND TO COVPLY W TH
NEW SUBM TTAL DESI GNATI ONS | N CESAJ SECTI ON 01330
SUBM TTAL PROCEDURES, THE BELOW LI STED

ADM NI STRATI VE SUBM TTALS ARE REQUI RED ElI THER AFTER
NOTI CE OF AWARD AND PRI OR TO PRECONSTRUCTI ON
CONFERENCE OR THEY ARE | TEM5 NEEDED DURI NG
CONSTRUCTI ON.

EE R R R I R R I I R R R I I R R R Ok S R R I R I R I O R O

Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 01 Preconstruction Submttals

Notice of Intent to Dredge

EZE IR R R S I R R I I O R R R Ok S R R I R R R I O R O O

NOTE: Applicable to ALL PRQIECTS.
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Prior to commencenent of work on this contract, the Contractor
shall notify the Comander, Seventh Coast Guard District of his
i ntended operations to dredge and request that it be published in
the Local Notice to Mariners. This notification nmust be given in
sufficient time so that it appears in the Notice to Mariners at
| east two weeks prior to the conmencenent of this dredging
operation. A copy of the notification shall be provided to the
Contracting Oficer.

Rel ocati on of Navigation Aids

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

NOTE: Applicable to ALL PRQIECTS.
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The Contractor shall not renobve, change the |ocation of,
obstruct, willfully danmage, make fast to, or interfere with any
aid to navigation. Wthin 7 cal endar days follow ng receipt of
Notice of Award, the Contractor shall notify the Comuander,
Seventh Coast Quard District, Mani, Florida, of his plan to
dredge adj acent to any aids which require relocation to facilitate
dredging. The notification shall be sent via Fax to 305-415-6757,
ATTN: M. Joe Enbres. This notification shall be inmmediately
followed by a formal witten request with a copy to the
Contracting O ficer. The Contractor shall also contact the U S
Coast Quard for information concerning the position to which the
aids will be relocated.

SD-07 Certificates

El ectronic Tracking System Data
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NOTE: Delete if NOT APPLI CABLE.

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEEREEEREEEEEEREEEEEEEEEEEEEEREEEEEEREEEEEESE]

The Contractor shall furnish required discs, CO-ROM and charts
to the Contracting Oficer

Equi pnent and Performance Dat a
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NOTE: Delete if NOT APPLI CABLE

EE R R R I R R I I R R R I I R R R Ok S R R I R I R I O R O

The Contractor shall furnish proof of electronic positioning
equi pnent calibration to the Contracting Oficer

Notification of Discovery of Historical Period Shipweck Sites
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NOTE: Applicable to ALL PRQIECTS
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The Contractor shall inmrediately notify the Contracting Oficer
i f any shipweck, artifact, or other objects of antiquity that
have scientific or historical value, or are of interest to the
public, are discovered, |ocated, and/or recovered.

Notice of Need for Dredgi ng Survey

EE R R R I R R R I I O R R R Ok S R R I R I R I O R I O

NOTE: Applicable to ALL PRQJECTS; sel ect
appropriate reference.

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

The Contractor shall give [10] [7] days [3 weeks] advance
notice, in witing, to the Contracting Oficer of the need for a
pre-dredgi ng survey or after-dredging survey for final acceptance
for each acceptance section.

Dai | y/ Monthly Report of Operations

EE R R R I R S I R R I I O R R R R O S R R R R R R I I O R R I

NOTE: Applicable to ALL PRQJECTS; sel ect
appropriate reference.

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

The Contractor shall prepare and subnit two (2) copies of the
Daily Report of Operations, using [either ENG Form No. 27A or]
[ ENG Form No. 4267,] for each dredge and/or unl oader worKking.
This report shall be subnmitted on a daily basis and not in groups
(groups = nulti-days reports packaged together at one tine). A
copy of [this formis] [these forns are] on the web site indicated
i n paragraph CONSTRUCTI ON FORMS AND DETAILS below. In addition to
the daily report, the Contractor shall prepare a Monthly Report of
Operations for each nonth or partial nmonth's work on [either ENG
Form No. 27A or] [ENG Form No. 4267]. The nonthly report shall be
submitted on or before the 7th of each nonth, consolidating the
previous month's work. Upon conpletion of the job, the Contractor
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shal | submit a consolidated job report, conbining the nonthly
reports. The Contractor shall distribute one copy of each report
to the District Engineer; ATTN. CESAJ-EN-C U.S. Arny Engineer
District, Jacksonville, P.O Box 4970; Jacksonville, Florida
32232-0019. Reports shall be subnitted on a nonthly basis with
daily reports acconpanying the nonthly report and job report.

Additionally, one copy of the form(s) shall be naintained by the
Contractor on the dredge(s) for the Contracting Officer's
i nspection purpose. Further instructions on the preparation of
the reports will be furnished at the Preconstruction Conference.

Notice of M splaced Material

Rk Ik kb I IR R R I kO e S R R ARk Rk R Rk O ok O O kR SRR I b R R R o

NOTE: Applicable to ALL PRQJECTS.
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The Contractor shall notify the U S. Coast Guard Marine Safety
O fice of any misplaced material as stated in the O ause
OBSTRUCTI ON OF NAVI GABLE WATERWAYS of Section 00700 CONTRACT
CLAUSES.

Log of Near Beach Quality Sand Di sposal

Rk Rk kIR Rk S S O e S S S AR Rk R O R Rk Ik kS I O R SRR o

NOTE: Delete if NOT APPLI CABLE.

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREEEEREEEEEEEEEEREEEREEEEEEREEEEEEESES

Ref er to subparagraph "Logs" of subparagraph "Near Beach Quality
Sand" of paragraph DI SPOSAL OF EXCAVATED MATERI AL bel ow for
subnittal.

Decl aration of Inspection [Stateside] [Puerto Rico] [Virgin
I sl ands]

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

NOTE: Applicable to ALL PRQJECTS; sel ect
appropriate reference in title and text.

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

Refer to paragraph FUEL O L TRANSFER OPERATI ONS bel ow f or
submittal.

Survei |l l ance of Ccean Di sposal
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NOTE: Delete if NOT APPLI CABLE.
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Ref er to subparagraph "Surveillance of Ccean D sposal" of
par agr aph NOTI FI CATI ON OF COAST GUARD bel ow for submittal.

1.5 DREDG NG RESTRI CTI ONS

Rk Rk kR IR R R Sk O kb S O I AR R R R Rk O ok O O R IR I bk S A R

NOTE: Delete entire paragraph if NOT APPLI CABLE.
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1.5.1 Order of Work

There is no specific order of work for this project. The dredging

performed by all dredges shall be continuous within reaches approved by the
Contracting O ficer.

1.5.2 Hopper Restriction

Rk bk b R IR R R O kO b S O R Rk Rk R ok O S O R R R Ik kS I O I b Rk R

NOTE: Edit accordingly if entire paragraph is
appl i cabl e.

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

The use of hopper dredges [within Kings Bay Entrance Channel] is prohibited
[from 01 March through 14 Decenber].

1.5.3 Transportation of Material

Water and dredge material shall not be permitted to overflow or spill out
of barges or hopper dredges during transport to the disposal site.

1.6 ORDER OF WORK

EE R R R S R I R I R R R R R R R R S I R R I R I R R R S R R R R

NOTE: Del ete paragraph if NOT APPLI CABLE
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There is no order of work specified relative to performance of the dredging.

1.7 PUVMPI NG OF BI LGES
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NOTE: Applicable to ALL PRQIECTS
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Contractors are warned that punping oil or bilge water containing oil into
navi gabl e waters, or into areas which would permit the oil to flowinto
such waters, is prohibited by Section 13 of the River and Harbor Act of
1899, approved 3 March 1899 (30 Stat. 1152; 33 U. S.C. 407). Violation of
this prohibition is subject to the penalties under the referenced Acts.

1.8 HI STORI CAL PERI OD SHI PWRECK SI TES

Rk Ik kR IR R R O kO e O O I A Rk R R O Rk Ik I kS O O R R o

NOTE: Applicable to ALL PRQJECTS; sel ect
appropriate reference.

EE R I R R S I R I R R I R R R R R R R R S R R I R R R S R R R R R O

If any shipwreck, artifact, or other objects of antiquity that have
scientific or historical value, or are of interest to the public, are
di scovered, |ocated, and/or recovered, the Contractor acknow edges that:

a. The site(s), articles, or other materials are the property of the

[State of Florida, with title vested in the Departnent of State,

Di vision of Historical Resource] [Commonwealth of Puerto Rico]; and
t hat ,

b. He will immediately notify the Contracting O ficer
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1.9 UTI LI TY CRCSSI NGS

Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

NOTE: Delete entire paragraph if NOT APPLI CABLE
however, fill in blanks | F APPLI CABLE

EE R R R S R I R R I R S R R R R O S R R I R R R R O R R R

1.9.1 CGener a

It is the Contractor's responsibility to investigate the |ocation of all
utility crossings. The Contractor shall take precautions agai nst danmages
which mght result fromhis operations in the vicinity of the utility
crossings. |If any damage occurs as a result of his operations, the
Contractor will be required to suspend dredging until the damage is
repaired and approved by the Contracting O ficer. Costs of such repairs

and downtine of the dredge and attendant plant shall be at the Contractor's
expense.

1.9.2 Known Wility Crossings

[ ]
1.10 PERM TS

EZE IR R R S I R R I I O R R R Ok S R R I R R R I O R O O

NOTE: Applicable to ALL PRQIECTS

Rk Ik kR IR R R Ik AR Rk R R Rk O kO O R R R I R R Rk ko

The Contractor's attention is directed to the C ause PERM TS AND
RESPONSI Bl LI TI ES of Section 00700 CONTRACT CLAUSES and t he paragraph
PERM TS AND AUTHORI ZATI ONS of Section 01355 ENVI RONVENTAL PROTECTI ON.

1.11 FUEL O L TRANSFER OPERATI ONS

EE R R R S I R R R I O I R R R R I O S R R I R R R R R R R R O

NOTE: Applicable to ALL PRQIECTS.

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

In accordance with U S. Coast Guard regul ations (33 CFR 156.120), couplings
used in fuel oil transfer operations on any vessel with a capacity of 250
or more barrels of oil shall be either a bolted or full-threaded
connection; or a quick-connect coupling approved by the Commandant; or an
aut omati ¢ back-pressure shutoff nozzle used to fuel the vessel. An
executed fuel oil transfer (Declaration) form signed by the tanker operator
shall be submitted to the Contracting Oficer for each refueling operation.
The U.S. Coast Guard shall also be notified prior to any refueling. A
copy of the Declaration of Inspection for Refueling is on the web site
indicated in the paragraph CONSTRUCTI ON FORMS AND DETAI LS bel ow.

1.12 SI GNAL LI GHTS

IR E R R E R RS EEEEEREEEEEEEEEREEREREEEREEEEEEREEEEEEEREEEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Applicable to ALL PRQIECTS.

EE R R R S I R I R I R I R S R R R R O S R R I R R R R R S R R R O

The Contractor shall display signal lights and conduct operations in
accordance with the General Regul ations of the Department of the Arny and
of the Coast Guard governing lights and day signals to be displayed by
towi ng vessels with tows on which no signals can be displayed, vessels
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wor ki ng on wrecks, dredges, and vessels engaged in |aying cables or pipe or
in submarine or bank protection operations, lights to be displayed on
dredge pipe lines, and day signals to be displayed by vessels of nore than
65 feet in length nmoored or anchored in a fairway or channel, and the
passing by other vessels of floating plant working in navigable channel s,
as set forth in Commandant U.S. Coast Guard Instruction ML6672. 2,

Navi gation Rul es: International-Inland (COVDTI NST ML6672.2), or 33 CFR 81

Appendi x A (International) and 33 CFR 84 through 33 CFR 89 (Inland) as
appl i cabl e.

1.13 NOTI CE TO MARI NERS -- DREDG NG CONTRACTS

EE R R R I R R I I R R R I I R R R Ok S R R I R I R I O R O

NOTE: Applicable to ALL PRQIECTS

Rk Ik kb I IR R R I kO e S R R ARk Rk R Rk O ok O O kR SRR I b R R R o

Shoul d the Contractor, during operations, encounter any objects on the
channel bottom which could be a hazard to navigation, the Contractor shal

i mediately notify the Contracting Officer as to the location of said

obj ect and shall provide any other pertinent information necessary for the
Contracting Officer to prepare and issue a Notice to Mariners.

1.14 FI NAL CLEANUP

EZE IR R R S I R R I I O R R R Ok S R R I R R R I O R O O

NOTE: Applicable to ALL PRQIECTS

Rk Ik kR IR R R Ik AR Rk R R Rk O kO O R R R I R R Rk ko

Fi nal cleanup, as stated in the paragraph COVMENCEMENT, PROSECUTI ON, AND
COVPLETI ON OF WORK of Section 00700 CONTRACT CLAUSES, shall include the
renoval of all the Contractor's plant and equi pnent either for disposal or
reuse. Plant and/or equi prent and/or materials to be di sposed of shal
ONLY be disposed in a manner and at |ocations approved by the Contracting
Oficer. Unless otherw se approved by the Contracting O ficer, the

Contractor will not be permtted to abandon any equi prent in the disposa
area or other areas adjacent to the worksite.

a. Failure to promptly renmove all plant, pipeline, equipment, and

mat eri al s upon conpletion of the dredging will be considered a delay in
the conpletion of the final cleanup and denobilization work. |n such
case, the Governnment will exercise its right as stated in C ause

DEFAULT (FI XED- PRI CE CONSTRUCTI ON) of Section 00700 CONTRACT CLAUSES to

renmove any plant and/or equi pment and/or materials at the Contractor's
expense.

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Measurenent and Paynent paragraphs are
| ocated in Section 01270 MEASUREMENT AND PAYMENT.

EE R R R kR S I R R R I I O R R R R O S R R R I R I R I O R I R I
.15 WORK VI CLATI ONS

EE R R R S I R I R R I R S R I R R R S R I R I R R R R R S R R R O

NOTE: Applicable to ALL PRQIECTS.

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

Work done in violation of these specifications or a verbal or witten stop
order of the Contracting Oficer will be considered as unsatisfactory
progress for purposes of progress paynents in accordance with C ause
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PAYMENTS UNDER FI XED- PRI CE CONSTRUCTI ON CONTRACTS of Section 00700 CONTRACT
CLAUSES.

PART 2 PRODUCTS  (NOT APPLI CABLE)

EE R R R S R I R R I R S R R R R O S R R I R R R R O R R R

NOTE: | NFORVATI ON FURNI SHED BY EN- G THAT HAS BEEN
PREVI QUSLY | NCLUDED AS CHARACTER OF MATERI ALS
PARAGRAPH |'S NOW MADE A PART OF THE GEOTECHNI CAL

| NFORMATI ON ( CORE BORI NG LOGS/ LABORATORY DATA)
APPENDED TO SECTI ON 01000 GENERAL REQUI REMENTS OR
SECTI ON 00300 | NFORVATI ON AVAI LABLE TO BI DDERS.

EE R R R I R R I I R R R I I R R R Ok S R R I R I R I O R O

PART 3 EXECUTI ON

3.1 NOTI FI CATI ON OF COAST GUARD

EE IR R R I R R I I R R R I I O R R R R Ok S R R R R R I R I I O R O

NOTE: Applicable to ALL PRQIECTS

Rk Rk R IR R R I kO AR Rk R Rk kO kO I IR I O I bk S A R R

3.1.1 Navi gation Aids

Navi gation aids | ocated within or near the areas required to be dredged
will be removed, if necessary, by the U S. Coast Cuard in advance of
dredgi ng operations. The Contractor shall not renove, change the |ocation
of, obstruct, willfully damage, nake fast to, or interfere with any aid of
navi gati on.

3.1.2 Dr edgi ng Ai ds

The Contractor shall obtain approval fromthe U S. Coast Guard for al
buoys, dredging aid nmarkers to be placed in the water, and dredging aid
markers affixed with a light prior to the installation. Dredging aid
markers and lights shall not be colored or placed in a manner that they
wi Il obstruct or be confused with navigation aids.

3.1.3 Surveil l ance of Ccean Di sposa

EE R R R S I R R R O I R R R R R S R R I R R R S R R S R R

NOTE: Delete if NOT APPLI CABLE.

EE R R R I R S I R R I I O R R R R O S R R R R R R I I O R R I

a. The Contractor shall notify the | ocal Coast Guard Captain of the
Port at |least 5 calendar days prior to the first ocean disposal. The
notification will be by certified nail with a copy to the Contracting
Oficer. The following infornmation shall be included in the
notification:

(1) Project designation; Corps of Engineers' Contracting
Oficer's name and contract nunber; and, the Contractor's nane,
address, and tel ephone nunber.

(2) Port of departure.

(3) Location of ocean disposal area.

(4) Quantity of material to be deposited in ocean

(5) Schedul e for ocean disposal, giving date and tine
proposed for first ocean disposal
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b. The Contracting Oficer may require dunp nonitoring personnel to
be on board the tow or dunmp vessel during conplete cycles of |oading,
travel and disposal in the ocean. The nmonitoring personnel will check
t he di sposal of the material and obtain any necessary dredged materia
sanples. Meals, as nornally provided to the crew, will be served to
t he nonitoring personnel on board. Any charge for these neals will be
paid by the Governnment at a rate of $1.75 per person for each neal

3.2 WORK AREA

EE R R R S I R R I R I R S R R R R O S R R R I R I R R S R R R R R O

NOTE: Applicable to ALL PRQIECTS; sel ect
appropriate reference.

Rk Ik kR IR R R Sk O e S R R AR R Rk Rk O o O Rk S I O O R o A

The Contractor will be permtted to exclude the public fromthe work areas
[in the imediate vicinity of his dredging, transporting, and di sposa
operations] [including dredging, transporting, and di sposal operations].

[ The Contractor shall prevent public access to the discharge end of the

pi peline. The Contractor shall erect, mmintain, and nove as necessary, a
restrictive barrier around the discharge of the hydraulic pipeline. The
barrier shall be constructed so as to prevent the public from approaching
the discharge fromany direction closer than 40 feet. The Contractor shal
post signs in a conspicuous |location with the wordi ng "DANGER - HI GH
PRESSURE DI SCHARGE FROM DREDGE".] Enforcenent shall be the Contractor's
responsibility at no additional cost to the Government. The enforcenent
shal |l be coordinated with |ocal enforcement agencies and will be subject to
approval of the Contracting Oficer. [Additionally, the Contractor shal

pl ace a safety person at the discharge end of the disposal pipeline. The
safety person shall be present at all tines during discharge operations and
will maintain radi o communi cati on between the dredge and the di sposa
operation.]

3.2.1 Access

EE R R R S I R R R I R I O R R R S R I R S R R I R R R R R R R O

NOTE: Applicable to ALL PRQJECTS.

Rk Ik Sk kR IR R R I kO e S O R R Rk Rk kO R AR Ik I kS I S I b R R R o

The Contractor shall be responsible for providing and maintai ning access
necessary for his equipnent and plant to and fromthe work site, nooring
area, and di sposal area. The Contractor shall ascertain the environnenta
conditions which can affect the access such as climte, w nds, currents,
waves, depths, shoaling, and scouring tendencies.

3.2.1.1 Adm ttance to the Eastern Test Range (Cape Canaveral)

EE R R R S I R R I R R R S R R R R R S R R I R I R R R R R R R R

NOTE: APPLI CABLE ONLY TO WORK PERFORVED | N AND
AROUND CAPE CANAVERAL.

Rk Ik kR R IR R R Sk S ke S O R AR Rk R R Rk O o O O R R R IR R I S b I Rk o

a. The work site for this contract is |ocated on a Governnent
reservation (Cape Canaveral) and Air Force security regulations require
all individuals entering this area to have an appropriate Eastern Test
Range (ETR) badge.

b. The Contractor shall designate, in witing, to the Jacksonville
District Security Oficer, one of the Contractor's officials (usually
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the Project Manager) as the Contractor's representative responsible for
securing and turning in the ETR badges menti oned above. The witten
designation shall include the contract nunber, estinmated conmencenent
and conpl etion dates, and a local nmmiling address and tel ephone nunber.
This official nmay, in turn, designate two other officials of the
Contractor as assistants, and these three persons, after subm ssion of
a letter of authorization by the Jacksonville District Security Oficer
to the Range Contractor's Pass and ldentification Section, will be
aut horized to sign requests for issuance of ETR badges.

c. One or nore of the three officials nentioned above shall contact
the Pass and ldentification Section, where appropriate badges will be
i ssued by the Range Contractor. The Contractor thus verifies that the
requi renent for the badge and entry into Cape Canaveral is in
connection with an official work assignment.

d. Upon conpletion of the contract, all badges nust be turned in or
satisfactorily accounted for. The work will not be accepted and fina
paynment will not be made until this has been acconplished.

e. The details as to wearing of the badges and accounting for those
i ssued shall be in accordance with job site procedures established by
the Director, Security Police, US. Air Force. Any questions or
probl ens concerning security procedures or the issue or turn-in of
badges should be directed to the Jacksonville District Security Oficer

3.2.1.2 M ssile Firings, Space Vehicle Launches, and Rel ated Range
Activities

EE R R R S I R I R I I R R S R R R R R R S R R I R I R R R R S R R R

NOTE: APPLI CABLE ONLY TO WORK PERFORVED | N AND
AROUND CAPE CANAVERAL.

Rk Ik kR IR R R I kO S S R Rk Rk S Rk Ik kS b O I R I R

During the performance of the contract, there may be instances when the
Contractor will be directed to suspend operations and evacuate Contractor
personnel fromthe project site and its vicinity when Trident submarine
activity at wharves, missile firings, space vehicle launches, or related
range activities are scheduled. Al such suspensions will be considered as
unr easonabl e under C ause SUSPENSI ON OF WORK AND DEFAULT ( FI XED- PRI CE
CONSTRUCTI ON) of Section 00700 CONTRACT CLAUSES.

3.2.2 Protection of Existing Waterways

Rk Rk Rk R R IR R R Sk O O e S O R AR Rk R Rk O kO I R IR R I b I Rk I o

NOTE: Applicable to ALL PROQJECTS

EE R I R R S I R I R R I R R R R R R R R S R R I R R R S R R R R R O

The Contractor shall conduct his operations in such a manner that nmateria
or other debris are not pushed outside of dredging limts or otherw se
deposited in existing side channels, basins, docking areas, or other areas
being utilized by vessels. The Contractor will be required to change his
net hod of operations as may be required to conply with the above

requi rements. Should any bottom material or other debris be pushed into
areas described above, as a result of the Contractor's operations, the sanme
nmust be promptly rempoved by and at the expense of the Contractor to the
satisfaction of the Contracting Oficer.
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. 2.3 Adj acent Property and Structures

Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

NOTE: Sel ect appropriate reference.

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O

[No dredging will be permitted within 25 feet of any structure.] [Dredging
adj acent to any structure will not be pernmitted any closer than that shown
on the contract drawi ngs.] Any damage to private or public property or
structures resulting fromthe di sposal or dredging operations shall be
repaired pronptly by the Contractor at his expense. Any damage to
structures as a result of Contractor's negligence will result in suspension
of dredging and require pronpt repair at the Contractor's expense as a
prerequisite to the resunption of dredging. [Details for dredgi ng adjacent
to structures are shown on the contract draw ngs.]

. 2.4 Subaqueous Cabl e Crossings

EE IR R R I R R I I R R R I I O R R R R Ok S R R R R R I R I I O R O

NOTE: Applicable to ALL PRQIECTS

Rk Rk R IR R R I kO AR Rk R Rk kO kO I IR I O I bk S A R R

The Contractor shall be responsible for verifying the | ocations and depths
of all utility crossings and take precauti ons agai nst danages whi ch m ght
result fromhis operations, especially the sinking of dredge spuds and/or
anchors into the channel bottom in the vicinity of utility crossings. |If
any damage occurs as a result of his operations, the Contractor will be
required to suspend dredging until the damage is repaired and approved by
the Contracting Oficer. Costs of such repairs and downtine of the dredge
and attendant plant shall be at the Contractor's expense.

.3 DI SPOSAL OF EXCAVATED NMATERI AL

.3.1 Cener al

EE R R R S I R R R I R I O R R R S R I R S R R I R R R R R R R O

NOTE: Select appropriate reference and fill in
bl anks.

Rk Rk kR IR R R I kO e O O R AR R R R Rk kO I R R I O S R Rk o

Mat eri al excavated shall be transported to and deposited in the disposa
areas designated on the drawi ngs. [The average di stance to which the

material will have to be transported is approxinmately [ ] mles and the
maxi mum di stance will be approximately [ ] mles.] [The approximte
maxi mum and average di stances to which the material will have to be

transported are as foll ows:

Di sposal Area Maxi mum Di st ance Aver age Di stance

DY A-N (Near shore) 8.5 mles 6.5 mles

D/ A- O (Ccean) 13.0 nmiles 12.5 ml es]
[ The material to be excavated shall be placed in Upland Di sposal Area |
] and the | ] beach di sposal area according to the "Estimated
Excavation Quantities" table on Dng. No. | ]. The maxi mum nateria
transportation distance for Disposal Area [ ] is approximately [ ]
feet and the maxi mum transportation distance for the [ ] beach
di sposal is approximately | ] feet.]
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3.3.2 [ General] [Qcean Dredged Material Disposal Site (ODVDS)]

Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

NOTE: Select appropriate reference and fill in
bl anks.

EE R R R S R I R R I R S R R R R O S R R I R R R R O R R R

The material excavated [, except that material determned to contain no

nore than 20 percent silt (i.e., near beach quality sand),] shall be

transported to and deposited in the ODVDS [ of fshore di sposal area

desi gnated as "Qcean Di sposal Area - O' as] shown on the drawi ngs. The

material shall be dunped at the center of [the ODMDS (X Y Coordinates: |
1. 1 .]] ["Ccean Disposal Area - O (coordinates X-[

1, Y- ]1). The [plane] coordinates are based on [the Lanbert Pl ane

Rect angul ar Coordi nate System for Puerto Rico] [Transverse Mercator

Projection for Florida, East Zone]. The average distance [to which] the

material will have to be transported to [the ocean disposal area] ["COcean
Di sposal Area - O'] will be approximtely [ ] [nautical] mles and the
maxi mum di stance will be approximately [ ] [nautical] mles. [Dredged

material shall not be placed higher than elevation -30 feet MLLWin "Ccean
Di sposal Area - O'.]

3.3.3 Upl and Di sposal Area

EZE IR R R S I R R I I O R R R Ok S R R I R R R I O R O O

NOTE: Delete entire subparagraph if NOT APPLI CABLE
however, select appropriate reference and fill in
bl anks | F APPLCABLE

EE R R R S I R R I R I R I R S R R R R S R R I R I R R R R R R

3.3.3.1 Maxi mum Hei ght of Dredged Materials

Dredged material s and/or water shall not be placed higher than [ ] feet,
NGVD, in | ]. The Contractor shall constantly nonitor the
wat er height while punping to insure that this clearance is naintained.
Material s deposited in the disposal area above the maxi mum hei ght or
outside the disposal area will result in suspension of dredging operations
and require the removal of such materials as a prerequisite to the
resunption of dredging.

a. Drainage of areas adjacent to the di ked di sposal area shall not
be bl ocked or inpaired in any manner by the Contractor's operations.
The Contractor shall excavate and nmaintain ditches necessary to prevent
bl ocki ng or inpairing drainage. The ditches shall be of adequate
nunber and size to elimnate all bl ockage or inpairnment of drainage
adj acent to the diked disposal area.

3.3.3.2 Di sposal Area Drai nage

The Contractor shall, if necessary, excavate and maintain ditches to drain
all low areas in the dredged material and di sposal area to be weirs. The
ditches shall be of adequate nunber and size to elimnate all pondi ng of
water within the limts of the disposal area.

3.3.4 Beach Di sposa

Rk Rk kR IR R R I kO e O O R AR R R R Rk kO I R R I O S R Rk o

NOTE: Typical |anguage for use in Kings Bay.

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O
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Dredged material from Kings Bay Entrance Channel Cut 1-N, Station 100+00 to
Station 320+00 shall be placed in Beach Di sposal Area (DJA) B as shown on
the contract drawi ngs. The dredged material shall be placed to the
sections and limts as shown on the drawings to the extent of the dredged
material. Passage of equipnent, pipeline, etc., shall be seaward of the
apparent MHWwithin the limts of the DJA B.

.3.4.1 Order of Pl acenent

EE R R R S I R R I R I R S R R R R O S R R R I R I R R S R R R R R O

NOTE: Typical |anguage for use in Kings Bay.

EE R R R I R R I I R R R I I R R R Ok S R R I R I R I O R O

Dredged material shall be placed in DDA B conmenci ng at DEP Monument R-15
and proceeding southerly until all dredged material has been placed to the
sections and limts shown on the contract draw ngs.

a. Prior to placenent of fill, the Contractor shall renmove fromthe
site of the work all snags, driftwood, and simlar debris lying within
the foundation linmts of the beach fill section. Al materials renoved

shal | be di sposed of in areas provided by and at the expense of the
Contractor and approved by the Contracting Oficer. G ading and ot her

construction equipment will not be pernitted outside the easenent |ines
shown on the draw ngs except for ingress and egress to and fromthe
site.

b. The excavated naterial shall be placed and brought to rest on the
beach to the lines, grade, and cross sections indicated on the
drawi ngs, unless otherwi se provided for herein or directed by the
Contracting Oficer. The Contractor shall not stockpile pipe or any
ot her equi prent or debris on the beach except as approved by the
Contracting Officer. The beach is subject to changes and the
el evations on the beach at the tine the work is done may vary fromthe
el evati ons shown on the drawi ngs. The Contracting O ficer reserves the
right to vary the width or grade of the bermfromthe |ines and grade
shown on the plans in order to establish a uniformbeach for the entire
length of the project. The beach disposal section shown on the draw ng

is for the purpose of estimating the theoretical ampunt of fill needed

and will be used by the Contracting Oficer in nmaking any change in the
lines and grade. The Contractor may not be able to achieve the exact

di sposal area shown on the drawings. He will, however, be required to

nove t he pipeline discharge to another part of the disposal area when
he has discharged the anpbunt of dredged materials in an area that would
produce that cross section. Earthen pedestrian access ranps shall be
provi ded across the dredge di scharge pipeline at 200-foot intervals.
The Contractor shall nmonitor the dredge and fill operations and shal
notify the Contracting Oficer if and when the quantity to be dredged
appears to be excessive for the designated beach di sposal area. The
Contractor will not be required to dress the fill below the water line
to the slope shown but will be required to do the dressing specified in
subpar agraph "Dressing" bel ow.

3.5 G ade St akes

Rk Rk kR IR R R Sk O kb S O I AR R R R Rk O ok O O R IR I bk S A R

NOTE: Typical |anguage for use in Kings Bay.

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS
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Grade stakes shall be netal pipes that can be conpletely renoved intact by
the Contractor after placenent of the fill. G ade stakes shall be of
sufficient length to protrude above the final bermelevation and facilitate
their extraction.

.3.6 Tenporary Longitudi nal D kes

Rk Rk kR IR R R I kO ke S O R AR Rk R R R Rk O ok O I R R I O I b R R o

NOTE: Typical |anguage for use in Kings Bay.

IR R R R E R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREREEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

Tenporary | ongitudi nal di kes and spreader and/or pocket pipe shall be used
to prevent gullying and erosion of the beach and fill and to retain the
fill on the beach and within the limts of the fill cross section. As the
wor k progresses, di kes or nounds shall be constructed al ong the beach to
direct the pipeline discharge longitudinally along the beach to avoid
transverse gullying directly fromthe di scharge point to the ocean, and to

build the new bermto design grade. Longitudinal dikes shall initially be
300 feet long in advance of filling operations. They nmay need to be

| engt hened to nmeet water quality standards, to build to the required |lines
and grades, and to keep material within the toe-of-fill. The Contractor
will not be held responsible for erosion caused by waves after the beach
fill has been satisfactorily placed. No undrai ned pockets shall be left in
any fill during or upon conpletion of the work. The Contractor shall not
permt wastewater to flow |l andward of the fill section or water to pond
between the fill and upland. G oins, bul kheads, revetnents, seawater pipe
structures, and other structures within the fill section shall be protected

by the Contractor to prevent damage thereof by the Contractor's operations.
Any danages assessed as a result of any of the above itens shall be at the
Contractor's expense.

.3.7 Rehandl ed Materials

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Typical |anguage for use in Kings Bay.

EE R R R S I R R R I R I O R R R S R I R S R R I R R R R R R R O

Any material that is rehandled or noved and placed in its final position by
nmet hods ot her than hydraulic shall be placed in horizontal |ayers not
exceed three (3) feet in thickness. Conpaction of the layers will not be
required. The Contractor shall schedule his operations to take advantage
of tides so that filling is done in the dry or as directed.

.3.8 Dr essi ng

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Typical |anguage for use in Kings Bay.

EE R R R S I R R I R R R S R R R R R S R R I R I R R R R R R R R

Fi nal dressing shall not take place until all dredging is conpleted, at
which tine all evidence of haul road or pipeline shall be renoved and the
fill shall be graded and dressed so as to elimnate any undrai ned pockets
and abrupt hunps and depressions in the beach fill surfaces and as
necessary to conply with subparagraph "Tol erances" bel ow. G ade stakes
used in the placenent of the fill shall be renoved intact, w thout

breaking. Al dikes shall be conpletely degraded. The bank caused by wave
forces shall be graded down to a slope no steeper than 1 vertical on 20
hori zontal for D/ A B.
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3.3.9 Tol erances

Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

NOTE: Typical |anguage for use in Kings Bay.

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O

A tol erance of one (1.0) foot above the prescribed berm grade and sl opes
above the wave zone will be pernmitted in the final beach surface.

3.3.10 Debri s Renoval

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

NOTE: Typical |anguage for use in Kings Bay.

Rk Ik kR IR R R Sk O e S R R AR R Rk Rk O o O Rk S I O O R o A

The Contractor shall clean and renpbve fromthe beach di sposal areas al
debris that has been placed on the beach as a result of the disposa

operation. The debris will be disposed of in a |ocation provided by the
Contractor and accepted by the Contracting O ficer.

3.3.11 Exi sting G oins

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

NOTE: Del ete subparagraph if NOT APPLI CABLE

however, select appropriate reference and/or fill in
bl anks | F APPLI CABLE

Rk Ik kR IR R R Ik AR Rk R R Rk O kO O R R R I R R Rk ko

The | ocation of existing groins are shown on Dag. No. | ]. The
groins are made of [sand filled geotextile fabric tubes] [ ]. The
Contractor shall take al

precautions to protect the groins fron1danage as
a result of his operations. Placement of sand around and near the groins

shall be to the general |ines and grades shown on the draw ngs unl ess
directed otherwise by the Contracting Oficer. |f any damage occurs as a
result of his operations, the Contractor will be required to suspend
dredging until the damage is repaired and approved by the Contracting

Oficer. Costs of such repairs and downtine of the dredge and attendant
pl ant shall be at the Contractor's expense.

3.3.12 Pi pel i ne Access

EE R R R S I R I R I R I R S R R R R R O S R R I R R R R R S R R R R

NOTE: Del ete subparagraph if NOT APPLI CABLE

however, select appropriate reference and/or fill in
bl anks | F APPLI CABLE

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

An overl and pi peline easenent is shown on the plans. |In addition, the

beaches of | ], above mean high water line, may be used
for pipeline access. The pipeline easenent for the beach di sposal area
will be staked out for the Contractor by the [ ] personnel .

3.3.13 Near Beach Quality Sand

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

NOTE: Typical |anguage for use in Canaveral Harbor

Rk Rk kR IR R R I kO e O O R AR R R R Rk kO I R R I O S R Rk o

It is anticipated that the material excavated fromthe channel west of
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Cut-2 Station 150+00 (including the Trident Access Channel and the Trident
Turning Basin) is suitable for disposal in the Nearshore D sposal Area
shown on the contract drawi ngs. The average distance that the material
will be transported to the Nearshore Disposal Area is approxinmately 6
statute miles and the nmaxi mumdi stance is approximately 9 statute mles.
Any material that is determined to be unsuitable for disposal in the

Near shore Di sposal Area shall be transported to and di sposed in "Ccean
D sposal Area -O

3.3.13.1 Determi nation of Near Beach Quality Sand

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

NOTE: Typical |anguage for use in Canaveral Harbor

Rk Ik kR IR R R Sk O e S R R AR R Rk Rk O o O Rk S I O O R o A

a. The Contractor shall provide personnel to performinspections for
near beach quality sand during dredging of those areas identified where
suitable naterial may exist. A "short course" will be given, at no
addi ti onal expense to the Contractor, by the Canaveral Port Authority
to the sand inspectors to famliarize themw th the textural and visua
characteristics of near beach quality sand. This training nust be
conpl eted by the Contractor's personnel prior to any dredging in areas
where inspection is required. Further details on this training and its
scheduling will be discussed at the Preconstruction Conference.

b. For all excavation west of Cut-2 Station 150+00, the
determ nation that the material nmeets the requirenments for nearshore
di sposal (no nore than 20 percent silt) shall be nade visually by
Contractor-furnished i nspector(s). The inspector(s) shall be on duty
at all tines during dredging operations in these reaches of the
channel. Al material excavated east of Station 150+00 Cut-2 shall be
transported to and deposited in "QOcean Di sposal Area - O

3.3.13.2 Logs

The Contractor shall keep a log for each | oad placed in the Nearshore

Di sposal Area. The log entry for each |load shall include the date, the
time of dunmp, the approximate volune of material in the | oad, the EPS
coordi nates at the dunmp location, and a map of the Nearshore D sposal Area
showi ng the location of the dunp. At the conpletion of dredging in the
near beach quality sand reach of the channel, the log(s) shall be subnitted
to the Contracting Oficer for forwarding to the appropriate State agency.

3.3.14 Bar ges

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Applicable to ALL PRQIECTS; sel ect
appropriate reference.

EE R R R kR S I R R R I I O R R R R O S R R R I R I R I O R I R I

Water and dredged materials shall not be permitted to overflow or spill out
[of barges while transporting] [of barges or dunp scows during transport]
to the disposal site(s). Failure to repair |eaks or change the nethod of
operation which is resulting in overflow or spillage will result in
suspensi on of dredgi ng operations and require pronpt repair or change of
operation to prevent overflow or spillage as a prerequisite to the
resunption of dredging.
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3.3.15 Near shore Di sposa

Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

NOTE: Typical |anguage for use in Kings Bay.

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O

Dredged material from Channel Cut 1N, Station 116+00 to Station 124+00 and
Station 220+00 to Station 230+00 (Range 1000 to Range 1250), shall be

pl aced in Disposal Area (D)A) N as shown on the contract draw ngs.

Di sposal Area N is |located approximately 5 mles south of the southerly
channel jetty, Kings Bay Entrance Channel, and extends fromthat point
southerly approximately 2.4 mles. Exact X-Y |location coordinates are
shown on the contract drawings. The westerly/easterly limts of DA N are
the -10.0 foot MWcontour line and the -35 foot MW contour |ine,
respectively. Depth sounding instrunents shall be used to verify location
of westerly and easterly contour lines. Dredged material shall be placed
uniformy throughout D) A N in as shall ow water as possible with avail abl e
dredgi ng and di sposal equi pnent.

3.3.16 O fshore Di sposa

IR R R R SRR EEEEEREEEEEEREEEREEEREREEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Typical |anguage for use in Kings Bay.

EE R R R S R I R I R R R R R R R R S I R R I R I R R R S R R R R

a. Dredged material from Channel Cut 1N Station 220+00 to Station
485+00, except for Station 220+00 to Stati on 230+00 (Range 1000 to
Range 1250), shall be placed in D sposal Area (DDA O the designated
ocean di sposal area, as shown on the contract draw ngs.

b. The use of bottom dunp barges or bottom dunp dredges and
hydraul i ¢ unl oadi ng barges and hydraul i c unl oadi ng hopper dredges to

di spose of dredged material in the offshore disposal area will be
permtted. Water and excavated material shall not be pernitted to
overflow or spill out of barges, dunp scows, or hopper dredges while in

route to the disposal site. Failure to repair |eaks or change the

nmet hod of operation which is resulting in overflow or spillage wll
result in suspension of excavation operations and require pronpt repair
or change of operation to prevent overflow or spillage as a
prerequisite to the resunption of excavation. Material shall be placed
in the offshore disposal area below the -30 MW Il evel, and within 1,500
feet of the center of the ODMDS

3.3.17 El ectroni ¢ Tracki ng System (ETS) for Ocean Di sposal Vessels

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Delete entire subparagraph if NOT APPLI CABLE
however, sel ect appropriate reference |F APPLI CABLE

EE R R R kR S I R R R I I O R R R R O S R R R I R I R I O R I R I

The Contractor shall furnish an ETS for surveillance of the novenent and
di sposition of dredged material during [excavation and ocean di sposal]

[ excavation and di sposal (nearshore and ocean)]. This ETS shall be
establ i shed, operated and nmintained by the Contractor to continuously
track in real-time the horizontal |ocation and draft condition of the

di sposal vessel for the entire dredging cycle, including dredging area and
di sposal area. The ETS shall be capable of displaying and recording in
real -time the disposal vessel's draft and | ocation.
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3.3.17. 1 ETS St andards

The Contractor shall provide automated (computer) system and conmponents to
performin accordance with COE EM 1110-1-2909. A copy of the EM can be
downl oaded fromthe following web site:

http://ww. usace. army. ml/inet/usace-docs' eng-manual s/emhtm Hori zontal

| ocation shall have an accuracy equal to or better than a standard DGPS
system equal to or better than plus/mnus 10 feet (horizonta
repeatability). Vertical (draft) data shall have an accuracy of plus/n nus
0.5 foot. Horizontal location and vertical data shall be collected in sets
and each data set shall be referenced in real-tinme to date and |ocal tine
(to nearest mnute), and shall be referenced to the sane state pl ane

coordi nate systemused for the survey(s) shown in the contract plans. The
ETS shall be calibrated, as required, in the presence of the Contracting
Oficer at the work | ocation before disposal operations have started, and
at 30-day intervals while work is in progress. The Contracting Oficer
shal | have access to the ETS in order to observe its operation. Disposa
operations will not conmence until the ETS to be used by the Contractor is
certified by the Contracting Officer to be operational and within
acceptabl e accuracy. It is the Contractor's responsibility to select a
systemthat will operate properly at the work | ocation. The conplete
system shall be subject to the Contracting Oficer's approval.

3.3.17.2 ETS Data Requi renments and Submi ssi ons

a. The ETS for each disposal vessel shall be in operation for al
dredgi ng and di sposal activities and shall record the full round trip
for each | oading and disposal cycle. (NOTE: A dredging and di sposa
cycle constitutes the time fromcomencenent of dredging to conplete
di scharge of the material.) The Contracting O ficer shall be notified
i medi ately in the event of ETS failure and all dredgi ng operations for
the vessel shall cease until the ETSis fully operational. Any del ays
resulting fromETS failure shall be at the Contractor's expense.

b. Al data shall be collected and stored on 3 1/2-inch discs or
CD-ROMs) in ASCII format and shall be readable by M5 W ndows
conpati bl e software. Each dredgi ng and di sposal cycle shall be a
separate and distinct ASCI|I file, labeled by the trip nunber. More
than one file nmay be stored on the disc(s) or CO-ROMS).

c. Data shall be collected, during the dredgi ng and di sposal cycl e,
every 500 feet (at least) during travel to the disposal area, and every
m nute or every 200 feet, whichever is smaller, while approaching
within 1,000 feet and within the disposal area.

d. The required digital data to be collected for each dredgi ng and
di sposal cycle includes the foll ow ng:

(1) Trip Nunber
(2) Date

(3) Tine

(4) Vessel ID

(5) Vessel Captain

(6) State Plane X Coordinate - in accordance with
subpar agraph c. above
(7) State Plane Y Coordinate - in accordance with

subpar agraph c. above
(8) Vessel Draft
(9) Type of Disposal Vesse
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(10) Exact State Plane X and Y coordinate at start of dunp
(11) Volune of Material Disposed

e. Plot Reporting (2 types):

(1) Tracking Plot - For each disposal event, data collected
whil e the disposal vessel is in the vicinity of the disposal area
shall be plotted in chart form in 200-foot intervals, to show the
track and draft of the disposal vessel approaching and traversing
the disposal area. The plot shall identify the exact position at
whi ch the dunp commenced. A sanple Track and Draft Pl ot Di agram

is on the web site indicated in paragraph CONSTRUCTI ON FORMS AND
DETAI LS bel ow.

(2) Scatter Plot - Follow ng conpletion of all disposa
events, a single and separate plot will be prepared to show the
exact disposal locations of all dunps. Every plotted |ocation
shal |l coincide with the beginning of the respective dunp. Each
dunp shall be labeled with the corresponding Trip Nunber and shal
be at a small but readable scale. A sanple Scatter Plot D agram

is on the web site indicated in paragraph CONSTRUCTI ON FORMS AND
DETAI LS bel ow

(3) Summary Table - A spreadsheet which contains all of the
i nformati on described in subparagraph d. above shall be prepared
and shall correspond to the exact dunp | ocations represented on
the Scatter Plot Diagram A sanple Summary Tabl e spreadsheet is

on the web site indicated in paragraph CONSTRUCTI ON FORMS AND
DETAI LS bel ow.

f. Al digital ETS data shall be furnished to the Contracting
Oficer within 24 hours of collection. The digital plot files should
be in an easily readable formt such as Adobe Acrobat PDF file,
Mcrostation DGN file, JPEG BMP, TIFF, or simlar. The hard copy of
the ETS data and tracking plots shall be both naintai ned onboard the
vessel and submitted to the Contracting Oficer on a weekly basis.

3.3.18 Pl aci ng of Dredged Materi al

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

NOTE: Delete if NOT APPLI CABLE

EE R R R S I R I R I R I R S R R R R R O S R R I R R R R R S R R R R

During placenment of dredged material in the di sposal areas, the Contractor
will be required to provide constant radi o contact between the dredge and
the disposal areas. This will enable the Contractor's personnel at the

di sposal areas to immediately notify the dredge in the event of dike or
pipeline failure. |In the event of dike or pipeline failure, the dredging
operations shall be i mediately suspended and require pronpt repair of the
di ke or pipeline as a prerequisite to the resunpti on of dredging.

3.3.19 Dr edge Pipelines

EE R R R S I R I R I R I R S R R R R O S R R I R R R R R S R R R O

NOTE: Delete entire subparagraph if NOT APPLI CABLE

Rk Rk kR IR R R Sk O kb S O I AR R R R Rk O ok O O R IR I bk S A R
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3.3.19.1 Dredge Di scharge Pipeline

The Contractor shall plainly mark the pipeline access routes with

conspi cuous stakes, targets and/or buoys to be mmaintained throughout the
contract operations. A tight dredge discharge pipeline shall be maintained
to prevent spilling of dredged material or dredge water outside of the

di sposal area. The Contractor shall provide and maintain radio

communi cati on between the dredge and the di sposal areas and the dredge and
the Contracting O ficer. The pipeline shall be inspected at |east tw ce
daily for leaks. Failure to inmmediately repair |eaks in the discharge
pipeline will result in suspension of dredging operations and require
pronpt repair of pipeline as a prerequisite to the resunption of dredging.
Any danage to private or public property resulting fromthe Contractor's
operations shall be repaired by the Contractor at his expense.

3.3.19.2 Subner ged Pi peline

In the event the Contractor elects to subnmerge his pipeline, the pipeline
shall rest on the bottom and the top of the subnerged pipeline and any
anchor securing the subnerged pipeline shall be no higher than the required
project depth for the channel in which the subnerged pipeline is placed.
Shoul d the Contractor elect to use a pipeline material which is buoyant or
sem - buoyant, such as PVC pipe or simlar |low density materials, the
Contractor shall securely anchor the pipeline to prevent the pipeline from
l[ifting off the bottom under any conditions. The Contractor shall make

dai ly underwater inspections of the submerged pipeline to ensure buoyancy
has not | oosened the anchors. The Contractor shall renmove all anchors when
the subnerged pipeline is renoved. The location of the entire |ength of
subnerged pipeline shall be marked with signs, buoys, lights, and flags
conformng to U S. Coast Guard regul ations.

3.3.19.3 Fl oati ng Pipeline

Shoul d the Contractor's pipeline not rest on the bottom it will be
considered a floating pipeline and shall be visible on the surface and
clearly marked. 1n no case will the Contractor's pipeline be allowed to
fluctuate between the surface and the bottom or lie partly subnerged.
Lights shall be installed on the floating pipeline as required in paragraph
SI GNAL LI GHTS above. The lights shall be supported either by buoys or by
temporary piling, provided by the Contractor and approved by the
Contracting O ficer. Were the pipeline does not cross a navigable
channel, the flashing yellow all-around |lights shall be spaced not over 200
feet apart, unless closer spacing is required by U S. Coast Cuard
personnel, in which case the requirenents of the U S. Coast Guard shal
govern, at no additional cost to the CGovernnent.

3.3.20 Boost er Punps

EE R R R kR S I R R R I I O R R R R O S R R R I R I R I O R I R I

NOTE: Delete if NOT APPLI CABLE

Rk Ik kR R IR R R Sk S ke S O R AR Rk R R Rk O o O O R R R IR R I S b I Rk o

Any booster punps installed by the Contractor shall be |ocated at |east 300
feet fromany residential-type building or house. Booster punps, their
prime novers, and any auxiliary equiprment shall be fitted or equipped with
muf fl ers, noi se control enclosures, or other engineering noise contro

nmet hods, measures, and features such that steady noise emanating fromthis
equi pnent does not exceed 85 decibels on the A scale at slow response, and
i mpul si ve noi se does not exceed 140 decibels. Such itens shall be
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mai nt ai ned t hroughout the course of the work.

3.3.21 M spl aced Material s

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O

NOTE: Applicable to ALL PRQIECTS; sel ect
appropriate reference and fill in blanks.

Rk Rk kR IR R R I kO ke S O R AR Rk R R R Rk O ok O I R R I O I b R R o

[ Material s deposited outside of the ODVMDS di sposal area(s) will be
classified as m splaced material and will result in a suspension of
dredgi ng operations. Redredging of such materials will be required as a
prerequisite to the resunption of dredging unless the Contracting Oficer,
at his discretion, determines that redredgi ng of such material is not

practical. |If redredging of such material is not required then the
quantity of such msplaced material shall be deducted fromthe Contractor's
pay quantity. |If the quantity for each msplaced |load to be deducted

cannot initially be agreed to by both the Contractor and Contracting

O ficer, then an average hopper/scow | oad quantity for the entire contract
will be used in the determination.] [Materials deposited above the maxi mum
i ndi cated el evation or outside of the disposal area tenplate shown will
require the degrading or renoval of such materials at the Contractor's
expense. The Contractor will not be held responsible for erosion caused by
waves after the nmaterial has been satisfactorily placed.] [In addition,
the Contractor rmust notify the Contracting Oficer and the Environnental
Protection Agency within 24 hours of a m splaced dunp or any ot her
violation of the Site Mnitoring and Management Plan for [

ODVDS. Corrective actions nmust be inplenmented by the next dunp and the
Contracting O ficer nust be inforned of actions taken.]

3.4 REQUI RED DEPTH, ALLOWBLE OVERDEPTH, AND SI DE SLOPES

Rk Ik kR IR R R I kO S S R Rk Rk S Rk Ik kS b O I R I R

NOTE: Applicable to ALL PROQJECTS

EE R R R S I R R R I O I R R R R I O S R R I R R R R R R R R O

3.4.1 Requi red Depth

The material actually renoved fromthe designated areas to be dredged, to a
depth of not nore than the required depth shown on the drawi ngs, wll be
estimated and paid for in accordance with the provisions contained in the
subpar agraphs "Measurenent" and "Paynent" of Section 01270 MEASUREMENT AND
PAYMENT.

3.4.2 Al | owabl e Overdepth

To cover the inaccuracies of the dredging process, material actually
renoved fromthe designated areas to be dredged, to a depth bel ow the
required depth of not nore than the all owabl e overdepth shown on the

drawi ngs, will be nmeasured and paid for in accordance with the provisions
contained in the subparagraphs "Measurenment” and "Paynent" of Section 01270
MEASUREMENT AND PAYMENT.

3.4.3 Si de Sl opes

Rk Rk kR IR R R Sk O kb S O I AR R R R Rk O ok O O R IR I bk S A R

NOTE: Sel ect appropriate reference but DO NOT use
bot h.

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O
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[ Side slope dredging will be required.] [Although dredging of side slope
materi al may be necessary to provide the required project channe

di mensi ons (depth and wi dth), the side slopes shown on the drawi ngs are
provi ded for paynent purposes only.] Side slopes may be fornmed by box
cutting, step cutting, or dredging along the side slope. Material actually
renoved, within the linmts approved by the Contracting Oficer, to provide
for final side slopes not flatter than that shown on the contract draw ngs,
but not in excess of the amount originally lying above this Iimting side
slope, will be nmeasured and paid for in accordance with the provisions
contai ned i n subparagraphs "Measurenent" and "Paynent" of Section 01270
MEASUREMENT and PAYMENT. Such amount will be estimated and paid for

whet her dredged in original position or by box cut dredgi ng whereby a space
i s dredged bel ow the all owabl e side slope plane on the bottom of the sl ope
for upslope material capable of falling into the cut. End slopes and
transition slopes will not be estimated or paid for under this contract.

In such cases, a 0 horizontal on 1 vertical will be used with no upsl ope

al | owance provision applied outside the required prism

3.4. 4 Excessi ve Dredgi ng

Material taken frombeyond the |limts as described in subparagraphs

"Al'l owabl e Overdepth" and "Side Sl opes" above, will be deducted fromthe
total anmount dredged as excessive overdepth dredgi ng, or excessive side
sl ope dredging, for which paynent will not be made. Nothing herein shal
be construed to prevent paynment for the rempval of shoals perforned in
accordance with the applicable provisions of the paragraphs FI NAL

EXAM NATI ON AND ACCEPTANCE or SHOALI NG of this Section.

3.4.5 Areas to be Dredged

Based on information currently available to the Governnent, areas known to
require dredging are depicted on the drawi ngs as crosshatched areas. The
actual areas to be dredged may vary fromthe crosshatched areas shown in
the drawings. |In order to provide the required project dinensions within
and t hroughout the project limts shown on the draw ngs, the Contractor
shall renove material |ocated within the project linits as directed by the
Contracting Oficer, regardl ess of whether the material is located in a
crosshatched area or not. Paynent for all dredged material, regardl ess of
whether it is dredged froma crosshatched area or a non-crosshatched area,
will be nade at the applicable contract unit price.

3.5 SURVEYS

Rk Rk Rk R R IR R R Sk O O e S O R AR Rk R Rk O kO I R IR R I b I Rk I o

NOTE: Applicable to ALL PRQJIECTS. First bracket is
for Governnent conducted surveys; second bracket is
for Contractor-conducted surveys; select appropriate

ref erence
EE IR R R R S I I I I I I I I I I R R S I I IR I R I R I I R I I I I I I R R I S I b b I b I b I b I b I b I b I b 3 I 3 b b b b I

3.5.1 Cener al

The Contracting Oficer shall be notified, in witing, 10 days in advance
of the need for pre-dredgi ng and after-dredgi ng surveys. Surveys will be
performed in accordance with the paragraph [ QJANTI TY SURVEYS] [ QUANTI TY
SURVEYS - ALTERNATE I] of Section 00700 CONTRACT CLAUSES; [ paragraph LAYOUT
OF WORK of Section 01110 SUMMARY OF WORK;] Section 01452 DREDGA NG BEACH

FI LL PLACEMENT - CONTRACTOR QUALI TY CONTROL; CCE EM 1110-1-1000, CCE EM
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1110-1-1002, CCE EM 1110-1-1003, COE EM 1110-1-1004, CCE EM 1110-1-2909,
and COE EM 1110-2-1003; FBPSM and, TSS. A copy of the EMs can be
downl oaded fromthe following web site:

http://ww. usace.army. ml/inet/usace-docs/eng-manual s/emhtm A copy of
the TSS can be downl oaded fromthe following web site:
http://tsc.wes.army. ml.

3.5.2 Contractor Representative

Al'l in-place neasurenent surveys and final acceptance sweep surveys will be
performed with a representative of the Contractor on board the Governnent
platformduring the full execution of the survey. No in-place neasurenent
or final acceptance sweep survey will be perfornmed without a representative
of the Contractor on board the survey vessel. The Contractor's
representative shall be fully know edgeabl e in of fshore construction
subsurface surveying procedures, techniques, equipnent, and horizontal and
vertical calibration nethods, and state-of-the-art horizontal and vertica
accuracy limtations. The Contractor's representative shall observe and
review, in progress, the adequacy and accuracy of the survey for in-place
payment purposes, and for the potential existence of collusion, fraud, or
obvious error in the data.

3.5.3 Survey Certification

a. |Immediately upon conpletion of any survey, the Contractor's
representative shall, based on his on-site review of the survey
execution, determne that the survey contains no evidence of collusion
fraud, obvious error, and that subsequent horizontal and vertica
corrections are accurately annotated on the subsurface record.

b. The Contractor's authorized representative shall bring aboard the
survey vessel a blank copy of the Certification Statenent and shal
attest to an acceptable survey by signing the Certification Statenent
before | eaving the vessel. Sanple copy of the Certification Statenent
is on the web site indicated in paragraph CONSTRUCTI ON FORMS AND
DETAI LS bel ow.

c. In the event the Contractor's authorized representative observes
(and quantifies) specific docunmentary evidence of either fraud,
col lusion, or obvious error, the survey will be inmediately rerun.
Resurveys will totally supersede any previously run survey and will be

run over the full reach of any particul ar Acceptance Section

d. |If acceptability is not acquired after perform ng one resurvey of
an Acceptance Section, a neeting shall be held between the Contractor
and the Contracting Oficer to expeditiously resolve the issue causing
rejection of the survey. Contractor equi pnent and personnel standby
time to resolve acceptability of the survey shall be at the
Contractor's expense.

e. In no case shall a previously unacceptable survey be | ater judged
acceptabl e by the Contractor; unless such a reassessnent/reeval uation
is performed within 24 hours after the original survey, and prior to
initiating any resurvey action based upon identifiable collusion
fraud, or obvious error.

f. Should the Contractor or his authorized representative refuse to

certify to the acceptability of a survey for contract paynent wi thout
identifiable collusion, fraud, or obvious error, then the follow ng
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actions will follow

(1) Preconstruction (pre-dredging) Survey: Excavation shal
not commence until representatives of the Contractor and
Contracting O ficer have net and resolved the basis for refusal of
certification. Should the Contractor comence excavation prior to
obt ai ni ng an acceptabl e survey, he shall be liable for any
excavation perforned. |If a resurvey is perforned, and accepted,
prior excavation will not be measured, estimated, or paid for

(2) Post-Construction (after-dredging) Survey: The 3-week
survey w ndow al | oned under subparagraph "Measurenent" of Section
01270 MEASUREMENT AND PAYMENT will be indefinitely extended unti
a final survey is accepted. Any material accretion which m ght
occur due to such a tine extension will neither be neasured,
estimated, or paid for.

(3) Refusal to Certify: Contractor equi pnment and personne
standby tine to resolve his refusal to certify to the
acceptability of a survey when there is no identifiable collusion
fraud, or obvious error shall be at the Contractor's expense and
resultant delays shall not be the basis for tinme extensions of the

contract.

g. Internediate surveys taken between the pre-dredgi ng and
post - dredgi ng surveys will not be considered for the purposes of
determ ning quantities for final paynent and acceptance of the area
dr edged.

3.5.4 Ti de Data

Rk Ik Sk kR IR R R I O O e S S R Rk Rk S R Rk Ok kS I O I b R R Rk

NOTE: Typical |anguage for use in Kings Bay and

Fer nandi na Harbor Entrance Channel only. BE SURE TO
CHECK ON POC AND PHONE NUMBER SHOWN | N SUBPARAGRAPH
BELOW

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

3.5.4.1 Real Tine Kinematic (RTK) GPS

RTK GPS will be used for determining Real Tine water |levels (tide
corrections). The Contractor is responsible for providing an RTK capabl e
GPS receiver on board the vessel for all surveying and dredgi ng operations.
The Contractor is also responsible for providing a radio/mbodemin order to
recei ve carrier-phase corrections fromthe Corps-owned RTK GPS reference
station |located at the bath house at the west end of the Fort Cinch
fishing pier. Radio frequencies should be obtained fromM. Bill Brunjes
at 904-232-2081. The Contractor will be instructed as to the proper use of
this system by Corps personnel.

3.5.4.2 Ki nemati c Tidal Datum

Afile listing the separations between the Reference Ellipsoid and the
Chart Datum (Mean Lower Low Water) will be provided to the Contractor for
entry into the hydrographic survey software. A Tidal Datum Di agram showi ng
the rel ationship between NAVD 88 and Mean Lower Low Water is shown in the
contract drawings. NAVD 88 will be referenced in all new surveys and new
contract docunentation as related to this contract.
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5.4.3 Non- Oper ati onal Reference Station

In the event that the reference station becomes non-operational, the
Contractor shall contact M. Bill Brunjes at the tel ephone nunber shown
above. The Governnent will take measures to ensure correction of any
problems with the GPS equi prent | ocated at the bath house within 72 hours

of notification.

6 | NSPECTI ON

EE R R R S I R R I R I R S R R R R O S R R R I R I R R S R R R R R O

NOTE: DREDG NG SHORE PROTECTI OV BEACH EROSI ON
CONTRCOL PRQJECTS ONLY - additional specific

requi renents may be added as necessary. Check with
Con- Ops Division before using.

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEEEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

6.1 Qual ity Assurance Representative (QAR

The QAR shall be notified prior to the establishnent of horizontal contro
wor k (baseline layout, ranges, station flags, shore-based control for

EPS/ RPS, etc.) and vertical control work (tide staff(s), upland cross
sections, construction elevations top/invert, maxi mum m ni num el evati ons of
dredged materials within disposal area(s), etc.), but the presence or
absence of the QAR shall not relieve the Contractor of his responsibility
for proper execution of the work in accordance with the specifications.

The Contractor will be required:

EE R R R S I R R I R I R I R S R R R R S R R I R I R R R R R R

NOTE: [IN THE FOLLOWN NG SUBPARAGRAPH, DELETE
BRACKETED | NFORMATI ON ON SHORE PROTECTI ON BEACH
EROSI ON CONTROL PROJIECTS ONLY

Rk Ik kR IR R R I kO S S R Rk Rk S Rk Ik kS b O I R I R

a. To furnish, on the request of the Contracting O ficer or any QAR
t he use of such boats, boatnen, |aborers, and material formng a part
of the ordinary and usual equi prent and crew of the dredgi ng plant as
may be reasonably necessary in inspecting and supervising the work.
[ However, the Contractor will not be required to furnish such
facilities for the surveys prescribed in the paragraph FI NAL
EXAM NATI ON AND ACCEPTANCE of this Section.]

EE R R R I R S I R R I I O R R R R O S R R R R R R I I O R R I

NOTE: In the follow ng subparagraph, select
appropriate nethod of disposal

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

b. To furnish, on the request of the Contracting Oficer or any QAR
suitabl e transportation fromall points on shore designated by the
Contracting Officer to and fromthe various pieces of plant, and to and
fromthe [disposal area] [beach placenent].

3.6.2 Failure to Comply

In conjunction with the O ause | NSPECTI ON OF CONSTRUCTI ON of Section 00700
CONTRACT CLAUSES, should the Contractor refuse, neglect, or delay
compliance with these requirenments, the specific facilities may be

furni shed and mai ntai ned by the Contracting Officer and the cost thereof
wi || be deducted fromany amounts due or to beconme due the Contractor.
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3.7 FI NAL EXAM NATI ON AND ACCEPTANCE

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEEREEEREEEEEEREEEEEEEEEEEEEEREEEEEEREEEEEESE]

NOTE: The followi ng clause is for DREDA NG
CONTRACTS ONLY. DO NOT USE FOR SHORE
PROTECTI ON/ BEACH ERCSI ON CONTROL PRQJECTS.

Rk Rk kR IR R R I kO ke S O R AR Rk R R R Rk O ok O I R R I O I b R R o

3.7.1 Fi nal Exam nation of Work

As soon as practicable and no |later than three (3) weeks after the
conmpletion of the entire work or any section thereof (if the work is
divided into sections) as in the opinion of the Contracting Oficer wll

not be subject to damage by further operations under the contract, such
work will be thoroughly exam ned at the cost and expense of the Governnent
by soundi ng or by sweeping, or both, as determned by the Contracting
Oficer. Should any shoals, lunps, or other |lack of contract depth be

di scl osed by this exami nation, the Contractor will be required to renpve
same by dragging the bottomor by dredging at the contract rate of

dredging. The Contractor or his authorized representative will be notified
when soundi ngs and/ or sweepings are to be nade and will be permitted to
acconpany the survey party. Wien the area is found to be in a satisfactory
condition, it will be accepted finally. Should nore than two soundi ng or
sweepi ng operations by the Governnent over an area be necessary by reason
of work for the renoval of shoals disclosed at a prior sounding or
sweepi ng, the cost of such third and any subsequent soundi ngs or sweepi ng
operations will be charged against the Contractor at the rate of $5,500 per
day for each day in which the Governnent plant is engaged in sounding or
sweeping and/or is enroute to or fromthe site or held at or near the said
site for such operation.

3.7.2 Fi nal Accept ance

Fi nal acceptance of the whole or a part of the work and the deductions or
corrections of deductions nade thereon will not be reopened after having
once been made, except on evidence of collusion, fraud or obvious error,
and the acceptance of a conpleted section shall not change the tine of
paynment of the retained percentages of the whole or any part of the work.

3.8 SHOALI NG

EE R R R I R S I R R I I O R R R R O S R R R R R R I I O R R I

NOTE: The followi ng clause is for DREDA NG
CONTRACTS ONLY. DO NOT USE FOR SHORE
PROTECTI ON BEACH ERCSI ON CONTROL PRQJECTS.

EE R I R R S I R I R R I R R R R R R R R S R R I R R R S R R R R R O

If, before the contract is conpleted, shoaling occurs in any section
previously accepted, including shoaling in the finished channel because of
the natural |owering of the side slopes, redredging at contract price,
within the limts of available funds nay be done if agreeable to both the
Contractor and the Contracting Oficer.

3.9 CONTI NUI TY OF WORK

Rk Rk kR IR R R I kO e O O R AR R R R Rk kO I R R I O S R Rk o

NOTE: FOR USE I N MAI NTENANCE DREDG NG WHEN PRQJECT
W LL NOT REQUI RE DREDA NG OF ROCK

SECTI ON 02325 Page 27



CESAIDM

EE R R Ik R I R R R I I O I R R I R O I R R I R R I I O R O

No payment will be made for work done in any area designated by the
Contracting Oficer until the full depth required under the contract is
secured in the whole of such area, unless prevented by |edge rock, nor will
paynent be nmade for excavation in any area not adjacent to and in

prol ongati on of areas where full depth has been secured, except by decision
of the Contracting Oficer. Should any such nonadjacent area be excavated
to full depth during the operations carried on under the contract, paynent
for all work therein may be deferred until the required depth has been nade
in the area intervening. The Contractor nay be required to suspend
dredging at any tinme when, for any reason, the gauges or ranges cannot be
seen or properly foll owed.

3.10 CONTI NUI' TY OF WORK -- DREDG NG OF ROCK

EE R R R S I R R R O I R R R R O S R R I R I R R R R R R R

NOTE: FOR USE | N CONSTRUCTI ON DREDG NG ONLY WHEN
PRQJECT W LL REQUI RE DREDG NG OF ROCK.

Rk Ik Sk kR IR R R Ik O R R Rk Rk S R R R O O kS I O I S

No paynent will be nmade for work done in any area designated by the
Contracting Oficer until the full depth required under the contract is
secured in the whole of such area, nor will paynment be made for excavation
in any area not adjacent to and in prolongation of areas where full depth
has been secured, except by decision of the Contracting Officer. Should
any such nonadj acent area be excavated to full depth during the operations
carried on under the contract, payment for all work therein may be deferred
until the required depth has been nade in the area intervening. The
Contractor may be required to suspend dredging at any tinme when, for any
reason, the guages or ranges cannot be seen or properly followed.

3.11 NGO SE CONTROL
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NOTE: DELETE | F NOT APPLI CABLE, HOWEVER, SELECT
APPROPRI ATE REFERENCE | F APPLI CABLE.
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Al'l [hauling and excavating] equi pnent and [dredges] [dredge/barges],
boats, and tugs used on this work shall be equipped with satisfactory
muf fl ers or other noise abatenment devices. The Contractor shall conduct
his operations so as to conply with all Federal, [State] [Commonweal th]
[Territorial] and local |aws pertaining to noise. The use of horns and
whi stle signals shall be held to the m ni mum necessary in order to ensure
as qui et an operation as possible.

3.12 DREDGE SAFETY
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NOTE: DELETE |IF NOT APPLI CABLE
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During dredgi ng operations the Contractor's dredge shall have a current
Certificate of Inspection issued by the U S. Coast Cuard.

3.13 CONSTRUCTI ON FORMS AND DETAI LS

Fromthe Jacksonville District Hone Page, click the |inks ORGAN ZATI ONS,
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CESAJDM
ENG NEERI NG, t hen CONSTRUCTI ON FORMS AND DETAILS. See web site address
WWW. saj . usace. arny. nil/cadd/ end/ construction_fornms_and_details. htm

-- End of Section --
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